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GENERAL FEATURES

In addition to offering the maximum choice of 2 mm thick

solutions and plans and 90cm depths, this series is equipped with

all the power, robustness and functionality you need to work

efficiently.

External coatings and stainless steel feet Britite Scotch Finish.

Height of the adjustable work surface from 840 to 900mm.

Gamma modularity: 200-400-600-800-1200

Wide range of accessories.

TECHNICAL DETAILS

Unfwrong windows.

Serigraphies to identify the cooking areas.

Safety sensor prevents overheating.

Adjustable power on 12 levels

Heating obtained with an inductance equipped with a device that

detects the presence of the cooking container on the cooking

area and automatically deactivates the heating, and device

against overheating.
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ACCESSORIESES

CODE MODEL DESCRIPTION

CR1357499 4.0 IOT PRO Subscription to Cloud Olis Pro Services

CR1357479 4.0 IOT ENTRY Subscription to Cloud Services Olis Entry

CR1357554   
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It guarantees the correct

possession and adequacy of the

pot

Adjustable power on 12 levels

Professional component tested to

endure intensive use over time

Safety sensor prevents

overheating.

Cooking zones with 5KW power

"Mechanical" control induction

prepared for IoT connection to

Cloud

Serigraphies to identify the cooking

areas.
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